


SCONCE IN NORMAL CONDITIONS

ACTIVATED SCONCE
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LIGHT FUNCTIONS

Normal Conditions:

There is an overall glow and upward
light from the top resin section of the
sconce (Compact Fluorescent), LEDs
also shine upward [illuminating the
textured, wavy surface of the covered
mechanical area) and downward (to
light the floar) from the aluminum
rotating box,

When Activated:

When first activated, blue LEDs light
the floor in order to safely guide the
guest fo their room {1-3). The IR sensor
is also activated. As vou near the light
(within a 5 foot radius). the IR mofion
sensor signals the light box fo rotate (4)
to light the door handle (5) while the
blue lights contfinue to light the fioor
unfil the guests have safely entered

their room.

4

CANDLE POWER
DISTRIBUTION CURVE




Side Elevalion

—

L]

Fixfure mounted
to wall behind
remaoveaable

&

; areda for easy yy
8 acoess
2 L% ]
N )
.
g i
e SE" )
- L
& z

!

Scale: 1" =1'-0"

Plon Wiew

Box in activaled position
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Box In normal conditions

Clear Resin

Gauge = 1/15

27 watt compact fluorescent

light - GE Biax

Fluorescent ight ballast

MATERIALS

3form: Varia
Woven Color
Color- White
Gauge = 1/18"

Clip-in, emoveable mid
section provides ecsy
b & access to mechanics and

rscent light fixture.
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* Houses Equipment

Jform: Varia - Wave Gauge = 3/8" =
= Varia can be recycled through
3form’s reclaim program.




